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Material: Medium carbon steel, Hardened and Tempered
                  to 24-32 HRC and Chemically Blackened.

Material: Medium carbon steel, Hardened and tempered
                   to 24-32 HRC and Chemically Blackened.

Due to openness of the slot, clamp can be inserted/ removed 
without  disturbing the clamping system

The Clamping Professionals

U Clamp

Flat Strap Clamp

Tisa Enterprises

 TYPE: T1-FSC                                      IS: 4292 - 1984 

D x L A B K S
Suitable for
screw size

Weight
in kgTYPE

9 x 60

11 x 80

14 x 100

14 x 125

18 x 125

18 x 160

22 x 160

22 x 200

26 x 200

33 x 250

39 x 315

39 x 400

26 x 250

33 x 315

39 x 350

14

16

20

20

25

25

35

35

35

39

45

55

40

49

55

25

30

40

40

50

50

60

60

70

79

90

90

70

79

90

13

15

21

21

26

26

30

30

35

45

48

48

35

45

48

22

30

40

50

45

65

60

80

80

100

125

180

105

130

150

M8

M10 

M12

M12

M16

M16

M20

M20

M24

M30

M36

M36

M24

M30

M36

0.15

0.25 

0.50

0.65

1.00

1.25

2.10

2.65

3.25

4.80

8.35

13.20

4.15

7.90

11.40

T1-FSC-960

T1-FSC-1180

T1-FSC-14100

T1-FSC-14125

T1-FSC-18125

T1-FSC-18160

T1-FSC-22160

T1-FSC-22200

T1-FSC-26200

T1-FSC-33250

T1-FSC-39315

T1-FSC-26250

T1-FSC-33315

T1-FSC-39350

T1-FSC-39400

TYPE D x L

T1-UC-11100

T1-UC-14125

T1-UC-14160

T1-UC-18160

T1-UC-18200

T1-UC-22200

T1-UC-22250

T1-UC-26200

T1-UC-26250

T1-UC-33315

T1-UC-33500

T1-UC-40500

T1-UC-40600

T1-UC-33250

T1-UC-33400

T1-UC-40400

11 x 100

14 x 125

14 x 160

18 x 160

18 x 200

22 x 200

22 x 250

26 x 200

26 x 250

33 x 315

33 x 500

40 x 500

40 x 600

33 x 250

33 x 400

40 x 400

A B

20

25

25

30

30

40

40

40

40

48

48

58

58

49

48

58

31

38

38

48

48

52

62

66

66

74

74

98

98

74

74

98

Suitable for
screw size

Weight 
in kg

M10 0.30

M12 0.55

M12 0.70

M16 1.10

M16 1.35

M20 1.80

M20 3.00

M24 2.35

M24 2.95

M30 4.65

M30 7.70

M36 12.85

M36 15.70

M30 3.80

M30 6.05

M36 10.00

 TYPE: T1-UC                        IS: 4293 - 1984 
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Material: Medium carbon steel, Hardened and tempered  
                   to 24-32 HRC  and Chemically Blackened.

Applications: On machines for work holding in combination with 
                         Universal Serrated Blocks (Type: T3-USB) for instant
                          height adjustment.

Material: Medium carbon steel, Hardened and tempered
                   to 24-32 HRC and Chemically Blackened.

Material: Medium carbon steel, Hardened and tempered
                   to 24-32 HRC  and Chemically Blackened.Slotted Clamp

Serrated Strap Clamp

Goose Neck Clamp

The Clamping Professionals

Tisa Enterprises

TYPE D x L A B K S
Suitable for
screw size

Weight
 in kg

T1-SC-1175

T1-SC-1195

T1-SC-14100

T1-SC-14115

T1-SC-18120

T1-SC-18135

T1-SC-22140

T1-SC-22150

T1-SC-26200

T1-SC-33250

T1-SC-26240

T1-SC-33300

11 x 75

11 x 95

14 x 100

14 x 115

18 x 120

18 x 135

22 x 140

22 x 150

26 x 200

33 x 250

26 x 240

33 x 300

16

16

20

20

25

25

30

30

35

39

35

39

30

30

40

40

50

50

60

60

70

70

79

79

15

15

18

18

21

21

25

25

35

45

35

45

20

30

30

38

35

42

40

50

55

70

75

95

M10 0.20

M10 0.25 

M12 0.45

M12 0.55

M16 0.85

M16 1.00

M20 1.40

M20 1.55

M24 2.95

M30 4.40

M24 3.55

M30 5.20

TYPE D x L A B H K S
Suitable for
screw size

Weight
in kg

T1-GNC-11100

T1-GNC-14125

T1-GNC-18160

T1-GNC-22200

T1-GNC-26250

T1-GNC-33250

T1-GNC-33315

T1-GNC-39400

11 x 100

14 x 125

18 x 160

22 x 200

26 x 250

33 x 250

33 x 315

39 x 400

15

20

25

30

35

40

50

60

30 30

40 40

50 50

60 60

70 80

80 80

80 100

100 120

32

40

49

55

72

91

91

105

32

40

50

70

80

80

100

120

M10

M12

M16

M20

M24

M30

M30

M36

0.30

0.75

1.45

2.50

5.00

5.70

8.90

17.0

TYPE

TYPE: T1-SSC DIN: 6314 Z

TYPE: T1-GNC                                            IS: 4279-1975

D x L A B K S
Suitable for
screw size

Weight
in kg

T1-SSC-960

T1-SSC-1180

T1-SSC-14100

T1-SSC-14125

T1-SSC-18125

T1-SSC-18160

T1-SSC-22160

T1-SSC-22200

T1-SSC-26200

9 x 60

11 x 80

14 x 100

14 x 125

18 x 125

18 x 160

22 x 160

22 x 200

26 x 200

12

15

20

20

25

25

30

30

30

25

30

40

40

50

50

60

60

70

13

15

21

21

26

26

30

30

35

22

30

40

50

45

65

60

80

80

M8

M10 

M12

M12

M16

M16

M20

M20

M24

0.10

0.20 

0.45

0.60

0.90

1.20

1.65

2.10

2.40

 TYPE: T1-SC                                        IS: 6082 - 1985 
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Material 

Clamping Pad: High tensile 
S.G. Iron Enamelled  in Flame Red 
Colour

T-Bolt, HN: Medium Carbon Steel,
Hardened and tempered  to 24-32 HRC 
and  Chemically Blackened

Swivel Nut: Medium Carbon Steel 
Chemically Blackened

Applications :

- On Presses for holding tools, dies
- On Machine beds for holding flat 
components, castings.

Material:

Clamp, Fulcrum and 
Saddle: High tensile S G 
Iron, Enamelled in Flame 
Red colour.

T-Bolt, Flanged Hex Nut: 
Medium Carbon Steel 
Hardened and tempered 
to 24-30 HRC and 
Chemically Blackened. 

Applications : On Presses, 
Plastic Moulding 
machines, 
Milling and Drilling 
Machines.

Note: T1-PMC is supplied 
with T-Bolt as standard. 
Clamping Stud is optional.

Press Tool / 
Milling Clamp

Press Mould Clamp

The Clamping Professionals

Tisa Enterprises

T1-PTMC-8

T1-PTMC-12

T1-PTMC-16

T1-PTMC-20

T1-PTMC-24

8

12

16

20

24

30

50

50

60

65

100

140

140

175

235

T1-PTMC-10

T1-PTMC-14

T1-PTMC-18

T1-PTMC-22

T1-PTMC-28

10

14

18

22

28

30

50

60

60

65

100

140

175

175

235

TYPE

TYPE: T1-PTMC

0-35

0-55

0-80

0-90

0-140

0-40

0-55

0-70

0-90

0-140

Range

0.45

1.45

2.60

2.90

4.85

0.45

1.45

1.60

2.85

4.75

T2-TB-1080

T2-TB-14125

T2-TB-18200

T2-TB-22200

T2-TB-28200

T2-TB-880

T2-TB-12125

T2-TB-16160

T2-TB-20200

T2-TB-24200

T-Bolt
 type

Weight in 
kg (Full Set)

Suitable
for T-Slot

T1-PMC-1/12

T1-PMC-1/16

T1-PMC-2/20

T1-PMC-3/24

12

16

20

24

18 x 125

26  x 180 

150 x 50

240 x 65

80

105

16

33

0 - 65

0 - 100

M12 x 12 x 125L

M16 x 16 x 125L

M20 x 20 x 200L

M24 x 24 x 200L

1.65

1.75

3.45

4.85

T1-PMC-1/14

T1-PMC-2/18

T1-PMC-2/22

T1-PMC-3/28

14

18

22

28

22  x 145 190 x 60 95 25 0 - 90

M12 x 14 x 125L

M16 x 18 x 200L

M20 x 22 x 200L

M24 x 28 x 200L

1.70

3.25

3.50

4.95

TYPE

TYPE: T1-PMC

Suitable for
T-Slot in mm

D x S L x B A K Clamping 
Range in mm

T -Bolt Size
Weight
In kg.

Clamp

Width Length
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Material:
Clamp and Saddle: High tensile S G Iron,
                                   Enamelled in Flame Red colour.

 T-Bolt, Flanged Hex Nut: Medium Carbon Steel Hardened and
                                              tempered to 24-30 HRC and Chemically Blackened. 

Applications : On Presses, Plastic Moulding machines, Milling 
                         and Drilling Machines and CNC Machining Centres.

Mould Clamp with Heavy Support Bolt

Mould Clamp offers counter height adjustment by heavy  duty support bolt 
with hex, round base and lock nut.

Material: Medium Carbon Steel, Hardened and tempered 
                  to 24-30 HRC and Chemically  Blackened

Applications : Plastic Moulding machines 

Note: T1-MCH is supplied with the Clamp, Support Bolt and Lock Nut. 
           T-Bolt/Stud, Hex Hi-Nut and Washer are optional.

.

Note: T1-QC is supplied 
with T-Bolt as standard. 
Clamping Stud is optional.

Quick Clamp

The Clamping Professionals

Tisa Enterprises

T1-QC-3/24 24
26  x 115 185 x 80 60 36 0 - 80

M24 x 24 x 200L 3.20

T1-QC-2/22

T1-QC-3/28

22

28

M20 x 22 x 200L

M24 x 28 x 200L

2.25

3.30

T1-QC-1/12

T1-QC-1/16

T1-QC-2/20

12

16

20

18 x 85 130 x 60 50 16 0 - 60

M12 x 12 x 125L

M16 x 16 x 125L

M20 x 20 x 200L

1.15

1.20

2.20

T1-QC-1/14

T1-QC-2/18

14

18

22  x 95 160 x 70 57 32 0 - 70

M12 x 14 x 125L

M16 x 18 x 200L

1.15

2.00

TYPE

TYPE: T1-QC

T1-MCH-12115S

T1-MCH-16130S

T1-MCH-16160S

T1-MCH-20140S

T1-MCH-20160S

T1-MCH-20200

M12

M20

M20

24

31

45

38

48

60

14 x 115

18 x 160

22 x 200

T1-MCH-12115L

T1-MCH-16130L

T1-MCH-16160L

T1-MCH-20140L

T1-MCH-20160L

T1-MCH-24200

M16

M16

M20

M24

31

38

38

45

48

48

60

60

78

18 x 130

22 x 140

22 x 160

26 x 200

TYPE
Bolt
Size

A B D x L

65

90

110

15

20

30

20

30

45

M16

M20

M24

15

20

22

18

70

70

90

105

20

25

30

35

25

35

35

45

M20

M24

M24

M27

18

18

20

25

S T K H E

M16 x 55L

M20 x 60L

M20 x 60L

M24 x 60L

M24 x 60L

M24 x 100L

M16 x 90L

M20 x 90L

M20 x 90L

M24 x 100L

M24 x 100L

M27 x 100L

G x J

19 x 35

24 x 40 

27 x 50

27 x 50

0.70

1.30

1.55

2.10

2.40

3.50

24 x 40

27 x 50

30 x 55

0.75

1.35

1.60

2.20

2.90

5.00

Hex A/F x Base

Support Bolt Weight
in kg

TYPE: T1-MCH

Suitable for
T-Slot in mm

D x S L x B A K Clamping 
Range in mm

T -Bolt Size
Weight
In kg
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Material: Medium carbon steel, Hardened and tempered
                  to 24-32 HRC and Chemically Blackened.

Material: Medium carbon steel, Hardened and tempered
                  to 24-32 HRC and Chemically Blackened.

Plain Clamp

Double Ended Clamp

Material: Medium carbon steel, Hardened and tempered 
                  to 24-32 HRC and Chemically Blackened.

Flanged Hex Nut

The Clamping Professionals
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TYPE

TYPE: T1-DEC                              IS: 6080-1985

D x L A B
Suitable for
screw size

Weight
in kg

T1-DEC-1160

T1-DEC-1185

T1-DEC-14100

T1-DEC-14125

T1-DEC-18125

T1-DEC-18150

T1-DEC-22150

T1-DEC-22200

T1-DEC-26200

T1-DEC-26250

T1-DEC-33200

T1-DEC-33250

T1-DEC-33315

11 x 60

11 x 85

14 x 100

14 x 125

18 x 125

18 x 150

22 x 150

22 x 200

26 x 200

16

16

20

20

25

25

30

30

35

30

30

40

40

50

50

60

60

70

M10 0.15

M10 0.25 

M12 0.50

M12 0.65

M16 1.00

M16 1.20

M20 1.70

M20 3.10

M24 3.20

26 x 250

33 x 200

33 x 250

33 x 315

35

39

39

39

70

79

79

79

M24 4.00

M30 4.20

M30 5.00

M30 6.40

TYPE

TYPE: T1-PC                              IS: 6081 - 1985                                

T1-PC-1170

T1-PC-1480

T1-PC-18100

T1-PC-22120

T1-PC-26150

T1-PC-33200

D x L

11 x 70

14 x 80

18 x 100

22 x 120

26 x 150

33 x 200

A B

16

20

25

30

35

39

30

40

50

60

70

79

Suitable for
screw size

Weight
in kg

M10 0.20

M12 0.40

M16 0.85

M20 1.45

M24 2.40

M30 4.10

TYPE

TYPE: T2-FHN                               IS: 7795 - 1975

T2-FHN-818

T2-FHN-1022

T2-FHN-1225

T2-FHN-1631

T2-FHN-2037

T2-FHN-2445

T2-FHN-3058

T2-FHN-3668

D1 D2 M A S Weight
in kg

M8

M10

M12

M16

M20

M24

M30

M36

1818 3.5

4

4

5

6

6

8

10

22

25

31

37

45

58

68

12

15

18

24

30

36

45

54

13

17

19

24

30

36

46

55

0.010

0.025

0.035

0.070

0.130

0.220

0.470

0.800
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Forged T-Bolt

Material: Medium carbon steel, Hardened and tempered to 
8.8 Grade as per IS: 1367-2002 (Part III) and Chemically Blackened.

Note: We can manufacture non-standard T-Bolts in 8.8, 10.9 and
           12.9 Grade as per given drawings on request.

The Clamping Professionals

Tisa Enterprises
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TYPE

TYPE: T2 - TB                                        IS: 2014 - 1996

K L1 A x B 
Wt.
kg LØD

1.15

1.90

1.60

2.20

0.85

1.45

2.90

1.35

2.05

1.25

2.75

0.95

1.60

3.00

0.30

0.75

0.70

1.00

0.40

0.40

0.55

1.40

0.55

0.50

0.75

0.70

0.35

0.35

0.80

1.25

0.45

0.45

0.60

0.65

0.65

0.60

0.85

3.15

3.35

32 x 32

32 x 32

32 x 32

32 x 32

35 x 35

32 x 32

32 x 32

32 x 32

35 x 35

44 x 44

54 x 54

44 x 44

54 x 54

54 x 54

65 x 65

65 x 65

54 x 54

54 x 54

54 x 54

65 x 65

65 x 65

65 x 65

44 x 44

35 x 35

40 x 40

44 x 44

35 x 35

40 x 40

44 x 44

35 x 35

40 x 40

35 x 35

40 x 40

44 x 44

35 x 35

40 x 40

44 x 44

40 x 40

40 x 40

55

85

125

190

65

65

110

150

55

240

110

150

150

250

150

200

80

135

200

100

175

250

190

85

85

70

125

125

110

190

190

110

110

85

150

150

125

70

240

M20

M20

M20

M20

M20

M20

M20

M20

M20

M24

M30

M24

M30

M30

M36

M36

M30

M30

M30

M36

M36

M36

M24

M20

M24

M24

M20

M24

M24

M20

M24 

M20

M24

M24

M20

M24

M24

M24

M24

20

20

20

20

22

20

20

20

22

28

36

28

36

36

42

42

36

36

36

42

42

42

28

22

24

28

22

24

28

22

24

22

24

28

22 

24

28

24

 24

12

12

12

12

14

12

12

12

14

18

22

18

22

22

26

26

22

22

22

26

26

26

18

14

16

18

14

16

18

14

16

14

16

18

14

16

18

16

16

80

125

200

320

100

100

160

250

80

400

160

250

250

400

200

320

125

 200

 320

160

250

400

320

125

125

100

200

200

160

320

320

160

160

125

250

250

 200

100

400

T2-TB-2080

T2-TB-20125

T2-TB-20200

T2-TB-20320

T2-TB-22100

T2-TB-20100

T2-TB-20160

T2-TB-20250

T2-TB-2280

T2-TB-28400

T2-TB-36160

T2-TB-28250

T2-TB-36250

T2-TB-36400

T2-TB-42200

T2-TB-42320

T2-TB-36125

T2-TB-36200

T2-TB-36320

T2-TB-42160

T2-TB-42250

T2-TB-42400

T2-TB-28320

T2-TB-22125

T2-TB-24125

T2-TB-28100

T2-TB-22200

T2-TB-24200

T2-TB-28160

T2-TB-22320

T2-TB-24320

T2-TB-22160

T2-TB-24160

T2-TB-28125

T2-TB-22250

T2-TB-24250

T2-TB-28200

T2-TB-24100

T2-TB-24400

T-SLOT
Size 

T

22

40

75

50

35

35

120

80

30

55

40

13 x 13 0.020

15 x 15 0.055

18 x 18 0.15

22 x 22 0.12

13 x 13 0.015

18 x 18 0.060

18 x 18 0.20

22 x 22 0.16

15 x 15 0.030

18 x 18 0.080

22 x 22 0.10

35

60

80

75

50

40

35

120

45

50

55

13 x 13 0.025

15 x 15 0.065

18 x 18 0.15

22 x 22 0.15

13 x 13 0.035

18 x 18 0.070

22 x 22 0.10

22 x 22 0.20

15 x 15 0.045

18 x 18 0.10

22 x 22 0.10

6

6

7

8

6

7

7

8

6

7

8

6

6

7

8

6

7

8

8

6

7

8

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M8

M10

M12

M12

M8

M12

M12

M12

M10

M12

M12

M12

M8

M10

M12

M12

M8

M12

M12

M12

M10

M12

M12

16

18

16

18

16

16

18

16

18

16

18

16

18

18

8

10

12

14

8

12

12

14

10

12 

14

14

8

10

12

14

8

12

14

14

10

12

14

100

80

160

125

65

250

200

 125

100

200

160

80

65

250

32

80

125

100

65

50

200

160

40

80

65

250

50

100

160

125

80

65

50

200

65

100

80

TYPE

TYPE: T2 - TB                                          IS: 2014 - 1996

K L1 A x B 
Wt.
kg L

T-SLOT
Size 

TØD

T2-TB-850

T2-TB-832

T2-TB-16100

T2-TB-1880

T2-TB-16160

T2-TB-18125

T2-TB-1665

T2-TB-16250

T2-TB-18200

T2-TB-16125

T2-TB-18100

T2-TB-16200

T2-TB-18160

T2-TB-1680

T2-TB-1865

T2-TB-18250

T2-TB-1080

T2-TB-12125

T2-TB-14100

T2-TB-865

T2-TB-1250

T2-TB-12200

T2-TB-14160

T2-TB-1040

T2-TB-1280

T2-TB-1465

T2-TB-14250

T2-TB-10100

T2-TB-12160

T2-TB-14125

T2-TB-880

T2-TB-1265

T2-TB-1450

T2-TB-14200

T2-TB-1065

T2-TB-12100

T2-TB-1480

65

55

100

80

45

150

125

80

65

125

100

55

45

150

150

9

10

9

10

9

9

10

9

10

9

10

9

10

10

8

25 x 25

28 x 28

25 x 25

28 x 28

25 x 25

25 x 25

28 x 28

25 x 25

28 x 28

25 x 25

28 x 28

25 x 25

28 x 28

28 x 28

22 x 22

0.20

0.20

0.27

0.25

0.15

0.40

0.35

0.25

0.25

0.30

0.30

0.15

0.15

0.45

0.25



Material: Medium carbon steel, Hardened and tempered 
                  to 24-32 HRC  and Chemically Blackened.

Material: Medium carbon steel, Hardened and tempered
                  to 24-32 HRC and Chemically Blackened.

Hex Hi-Nut

Extension Nut

Material: Medium carbon steel, Hardened and tempered
                  to 24-32 HRC and Chemically Blackened.

T Nut

The Clamping Professionals

Tisa Enterprises

S Weight
in kg

13

17

19

24

30

36

46

55

0.010

0.015

0.025

0.055

0.110

0.195

0.400

0.780

TYPE

TYPE: T2-HN                  DIN: 6330

ØD x A

T2-HN-812

T2-HN-1015

T2-HN-1218

T2-HN-1624

T2-HN-2030

T2-HN-2436

T2-HN-3045

T2-HN-3654

M10 x 15

M12 x 18

M16 x 24

M20x 30

M24 x 36

M30 x 45

M36 x 54

M8 x 12

35 x 35 0.165

35 x 35 0.145

40 x 40 0.230

44 x 44

54 x 54

65 x 65

0.315

0.600

1.000

28

28

32

36

44

52

14

14

16

18

22

26

T2-TN-2216

T2-TN-2220

T2-TN-2420

T2-TN-2824

T2-TN-3630

T2-TN-4236

22 x M16

22 x M20

24 x M20

28 x M24

36 x M30

42 x M36

B x L Weight
in kg

13 x 13 0.010

15 x 15 0.012

18 x 18 0.020

22 x 22 0.035

25 x 25 0.055

28 x 28 0.070

32 x 32 0.115

32 x 32 0.160

A K

10

12

14

16

18

20

24

24

6

6

7

8

9

10

12

12

T x ØD

T2-TN-86

T2-TN-108

T2-TN-1210

T2-TN-1412

T2-TN-1612

T2-TN-1816

T2-TN-2016

T2-TN-2018

10 x M8

12 x M10

14 x M12

16 x M12

18 x M16

20 x M16

20 x M18

8 x M6

TYPE: T2-TN                                IS: 2015 - 1977

TYPE

S Weight
in kg

13

17

19

24

30

36

46

55

0.020

0.045

0.060

0.115

0.230

0.400

0.850

1.415

TYPE

TYPE: T2-EN DIN: 6334

ØD x A

T2-EN-824

T2-EN-1030

T2-EN-1236

T2-EN-1648

T2-EN-2060

T2-EN-2472

T2-EN-3090

T2-EN-36108

M10 x 30

M12 x 36

M16 x 48

M20 x 60

M24 x 72

M30 x 90

M36 x 108

M8 x 24
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Material: Medium carbon steel, Hardened and tempered to 
8.8 grade as per IS : 1367 – 2002 (Part III) and Chemically Blackened.

Note: Other sizes/grades available on request.

Material: Medium carbon steel, Hardened and tempered
                  to 24-32 HRC and Chemically Blackened.

Rhombus T-Nut

Clamping Stud

The Clamping Professionals

Tisa Enterprises

M8 x 40

M8 x 50

M8 x 63

M8 x 80

M8 x 100

M10 x 50

M10 x 63

M10 x 80

M10 x 100

M12 x 50

M12 x 80

M12 x 125

M12 x 200

M16 x 80

M16 x 125

M10 x 125

M12 x 63

M12 x 100

M12 x 160

M16 x 63

M16 x 100

11

11

11

11

11

13

13

13

13

15

15

15

15

19

19

13

15

15

15

19

19

20 0.015

25 0.016

40 0.020

50 0.030

63 0.040

25 0.025

40 0.030

50 0.040

63 0.050

25 0.035

50 0.060

75 0.095

125 0.150

50 0.105

75 0.170

75 0.065

32 0.050

63 0.070

100 0.120

32 0.085

63 0.135

T2-CS-840

T2-CS-850

T2-CS-863

T2-CS-880

T2-CS-8100

T2-CS-1050

T2-CS-1063

T2-CS-1080

T2-CS-10100

T2-CS-1263

T2-CS-12100

T2-CS-12160

T2-CS-1663

T2-CS-16100

T2-CS-10125

T2-CS-1250

T2-CS-1280

T2-CS-12125

T2-CS-12200

T2-CS-1680

T2-CS-16125

TYPE

TYPE: T2-CS           IS: 13178 - 1991

TYPE: T2-CS           IS: 13178 - 1991

TYPE: T2-CS           IS: 13178 - 1991

L1 L2 Weight
in kg

ØD x L

TYPE Weight
in kg

L1 L2ØD x L

Weight
in kg

TYPE L1 L2ØD x L

M16 x 160

M16 x 200

M16 x 250

M20 x 80

M20 x 100

M20 x 125

M20 x 160

M20 x 200

M20 x 250

M20 x 400

M24 x 100

M24 x 160

M24 x 250

M24 x 400

M20 x 315

M20 x 500

M24 x 125

M24 x 200

M24 x 315

M24 x 500

19

19

19

27

27

27

27

27

27

27

35

35

35

35

27

27

35

35

35

35

100 0.220

125 0.275

160 0.340

32 0.170

63 0.270

70 0.265

100 0.340

125 0.430

160 0.540

250 0.965

45 0.310

100 0.490

160 0.775

250 1.230

190 0.680

315 1.095

70 0.380

125 0.615

190 0.970

315 1.535

T2-CS-16160

T2-CS-16200

T2-CS-16250

T2-CS-2080

T2-CS-20100

T2-CS-20125

T2-CS-20160

T2-CS-20200

T2-CS-20250

T2-CS-20500

T2-CS-24125

T2-CS-24200

T2-CS-24315

T2-CS-24500

T2-CS-20315

T2-CS-20400

T2-CS-24100

T2-CS-24160

T2-CS-24250

T2-CS-24400

M30 x 125

M30 x 160

M30 x 200

M30 x 315

M30 x 500

M36 x 160

M36 x 250

M36 x 400

M36 x 700

M30 x 250

M30 x 400

M30 x 700

M36 x 200

M36 x 315

M36 x 500

43

43

43

43

43

51

51

51

51

43

43

43

51

51

51

56

100

125

190

315

80

160

250

400

160

250

400

125

190

315

0.480

0.760

0.950

1.480

2.455

0.945

1.475

2.360

4.125

1.210

1.970

3.440

1.180

1.855

2.950

T2-CS-30125

T2-CS-30160

T2-CS-30200

T2-CS-30400

T2-CS-30700

T2-CS-36200

T2-CS-36315

T2-CS-36500

T2-CS-30250

T2-CS-30315

T2-CS-30500

T2-CS-36160

T2-CS-36250

T2-CS-36400

T2-CS-36700

TYPE

TYPE: T2-RTN

T ØD A K B Weight
in kg

T2-RTN-1210

T2-RTN-1412

T2-RTN-1816

T2-RTN-2016

T2-RTN-2216

T2-RTN-2220

T2-RTN-2420

T2-RTN-2824

T2-RTN-3630

T2-RTN-4236

12

14

16

18

20

22

22

M10

M12

M16

M16

M16

M20

24

28

36

42

M20

M24

M30

M36

14

16

20

24

28

28

32

36

44

52

187

228

2810

3212

3514

3514

4016

4418

5422

6526

0.015

0.025

T2-RTN-1614 16 M14 18 259 0.035

T2-RTN-1612 M12 18 259 0.040

0.050

0.080

0.120

0.105

0.170

0.220

0.455

0.700
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Material: Low carbon steel, Case hardened 
                  to 35-42 HRC and Chemically Blackened.

C Washer

Material: Low carbon steel, Case hardened  
                  to 35-42 HRC and Chemically Blackened.

Material: Low carbon steel, Case hardened
                  to 35-42 HRC and Chemically Blackened.

Plain Washer ( Thick )

Spherical Washer with Conical Seat

The Clamping Professionals

Tisa Enterprises

T3-CWN-M8

T3-CWN-M12

T3-CWN-M20

T3-CWN-M30

T3-CWN-M10

T3-CWN-M16

T3-CWN-M24

T3-CWN-M36

28 

40

64 

90 

34

56 

75 

100 

8.4

13

21

31

10.5 

17

25

37 

 7

 9

 14

18

8

12

16

20

1 0.02

1.8

2

2

1.2

1.8

2

0.05

0.25

0.60

0.04

0.16

0.35

21

30

45

65

25

37

52

75 2.5 0.80

T3-PW-DIN-M8

T3-PW-DIN-M10

T3-PW-DIN-M12

T3-PW-DIN-M14

T3-PW-DIN-M16

T3-PW-DIN-M20

T3-PW-DIN-M24

T3-PW-DIN-M30

T3-PW-DIN-M36

23 

28 

35 

40

45

50 

60 

68 

80 

8.4

10.5

13

15

 17

 21

25

31

38 

4 0.01

4 0.02

5 0.04

5 0.05

6 0.06

6 0.08

8 0.15

10 0.25

10 0.30

TYPE

TYPE: T3-PW-DIN                        DIN: 6340

A D B
Weight
in kg

TYPE

TYPE: T3-CWN                                             IS: 4291 - 1996

A D B A1 T
Weight
in kg

SIZE d1 d2 h1 d3 d4 h2TYPE

M10 

M16

M24

M36

M8 

M12

M20

M30

10.5

17

25

37

8.4

13

21

31

21

30

44

68

4.0

5.3

8.2

14

12

19

28

42

18.5

26

37

60

4.2

6.2

9.5

15

17

24

36

56

3.2

4.6

6.3

11.2

9.6

14.2

23.2

35

14.5

20

31

49

3.5

5.0

7.5

12

0.010

0.030

0.105

0.430

0.005

0.015

0.055

0.225

T3-SWCS-8

T3-SWCS-12

T3-SWCS-20

T3-SWCS-30

T3-SWCS-10

T3-SWCS-16

T3-SWCS-24

T3-SWCS-36

Weight
in kg

TYPE: T3-SWCS                     IS: 4297 - 1996
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Material: Rolled sheet, Flattened and Chemically Blackened.

Applications: Desired clamp support height achievable by 
swinging of top plates in steps of 2mm/4mm. Blocks of the 
same group can be stacked one above another to achieve 
increased height. Precise height adjustment is possible with 
the help of smooth sliding block (T3-SSB)

Note: For higher sizes, the base is broadened for stability.

B x L x T : Plate size
B x C : Clamp rest area

Material: Medium carbon steel, Hardened and tempered 
                  to 24-32 HRC and Chemically Blackened.

Applications: Combinations of 3 sizes in each group offers 
instant height adjustment for work support. Also recommended 
for use along with serrated strap clamp (Type: T1-SSC)

Material: Ball: Hardened and tempered steel 
                 Body: Toughened Steel , Chemically Blackened

Features: The self aligning serrated ball set into the socket 
adjusts to the plane of the working surface while clamping. 

Supporting Height Plates

Universal Serrated Block

Self Aligning Ball Element

The Clamping Professionals

Tisa Enterprises

T3-SHP-425 25 50 x 60

50 x 60

50 x 75

50 x 75

35 x 50

50 x 60

50 x 60

50 x 75

50 x 75

50 x 20

50 x 20

50 x 35

50 x 35

35 x 25

50 x 35

50 x 35

50 x 50

50 x 50

4 0.60

4 1.75

4 3.50

4 5.90

2 0.70

2 2.35

2 3.45

2

2

T3-SHP-450

T3-SHP-475

T3-SHP-4100

T3-SHP-4150

T3-SHP-225

T3-SHP-275

T3-SHP-2125

T3-SHP-W275

T3-SHP-W2125

T3-SHP-4125

T3-SHP-4200

T3-SHP-250

T3-SHP-2100

T3-SHP-2150

T3-SHP-W2100

T3-SHP-W2150

50

75

100

150

25

75

125

75

125

125

200

50

100

150

100

150

50 x 60

50 x 75

50 x 75

35 x 50

35 x 50

50 x 60

50 x 75

50 x 75

50 x 20

50 x 35

50 x 35

35 x 25

35 x 25

50 x 35

50 x 50

50 x 50

4 1.20

4 2.90

4 4.30

2 0.35

2 1.00

2 3.00

2 2.10

2.70

3.25

3.80

2

TYPE

TYPE: T3-SHP

TYPE: T3-USB

TYPE: T3-SBE

A B x L B x C T
Weight
In kg

T3-SBE-8

T3-SBE-6

T3-SBE-12

T3-SBE-20

13

13

20

50

M8

M6

M12

M20

10

10

16

40

11

11

17

41

13

13

18

35

21

19

0.01

0.01

30 0.05

55 0.45

T3-SBE-10

T3-SBE-16

T3-SBE-24

20

30

50

M10

M16

M24

16

25

40

17

27

41

18

27

35

28 0.05

43

59

0.15

0.50

TYPE D1 D2 D3 S L H Weight
In kg

T3-USB-001

T3-USB-003

T3-USB-005

30

30

50

20 x 33

68 x 131

36 x 66

22

70

40

50 0.15

208 2.10

107 0.90

T3-USB-002

T3-USB-004

T3-USB-006

30

50

50

36 x 66

20 x 33

68 x 131

40

22

70

107 0.55

50 0.30

208 3.45

TYPE A B x L Minimum Maximum

Weight
In kg

Height Adjustment

11



The Smooth Sliding Block is a device for fine and stepless height adjustment. 

Material: Medium Carbon Steel, Top slide hardened and Tempered to 24-32 HRC and 
Chemically Blackened

Applications :SSB is recommended for use with Supporting Height Plates (T3-SHP). The 
SHP offers height adjustment in steps of 2mm/4mm and the SSB offers stepless height 
adjustment to precisely desired heights.

Smooth Sliding Block

 Heavy Duty 

Note: Handle provided for easy lifting of the Jack

Material: 
Body and Slides: Hi Tensile S.G. Iron
Operating Screw: Alloy Steel 10.9 Grade
Applications : Heavy Work Loading, Precise Height  Adjustment

Smooth Sliding Block - Levelling Jack 

Light Duty 

The Clamping Professionals

Tisa Enterprises

Tisa Enterprises
#11/1, 6th Cross, Byatarayanapura, 
Mysore Road,  Bengaluru: 560026, Karnataka, India
Tel : +91 80 26744597 / 551 
Fax: +91 80 26740420
Email: tisaenterprises@gmail.com
Website: www.tisaclamp.com 

T3-SSB-HD-20 0 - 8 20 45

TYPE

150

TYPE: T3-SSB-HD

Height Variation 
in mm

Load 
Capacity
In Tonnes

170 x 140 x 65T3-SSB-LD-02

170 x 140 x 65T3-SSB-LD-03

215 x 165 x 112

215 x 165 x 112

T3-SSB-LD-05

T3-SSB-LD-10

0 - 5

0 - 5

0 - 5

0 - 5

L x B x HTYPE

TYPE: T3-SSB-LD

Height Variation 
in mm

2

3

5

10 17

Load 
Capacity
In Tonnes

8

9

15

Weight
In kg

(approx.)

Weight
In kg

(approx.)

T3-SSB-12

T3-SSB-24

T3-SSB-34

35 x 20 x 68

50 x 25 x 88

50 x 35 x 105

3

5

5

225, 250, 275

425, 450, 475

4100, 4125, 4150

2 0.35

4 0.80

4 1.30

T3-SSB-22

T3-SSB-32

50 x 25 x 88

50 x 35 x 105

5

5

2100, 2125, 2150

W275, W2100
W2125, W2150

2 0.80

2 1.30

TYPE

TYPE: T3-SSB

Size in mm
B x H x L

Height
Variation

in mm

Suitable for use
with T3-SHP of

type

Plate
width of
T3-SHP

Weight
In kg

B

~

H

L

0=5
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