


Broader Base with ring type Locknut

Material: 
Body: High tensile S.G. Iron, Enamelled in flame red colour
Spindle and Locknut: Medium Carbon Steel, Heat treated 
                                      and Blackened
Threads: Trapezoidal

A stopper is provided to avoid accidental disengagement of 
spindle during operation.
Ring type lock nut provided to fix up preset height

Material: 
Body: High tensile S.G. Iron, Enameled in flame red colour
Spindle and Locknut: Medium Carbon Steel, Heat treated 
                                      and Blackened
Threads: Trapezoidal

A stopper is provided to avoid accidental disengagement of 
spindle during operation.
Ring type lock nut provided to fix up preset height.

Material: 
Body: High tensile S.G. Iron, Enameled in flame red colour
Spindle and Locknut: Medium Carbon Steel, Heat treated 
                                      and Blackened
Threads: Trapezoidal

A stopper is provided to avoid accidental disengagement of
spindle during operation.
Ring type lock nut provided to fix up preset height.

Flange can be bolted to bed for additional rigidity.

With single side flange and ring type locknut

Material: 
Body: High tensile S.G. Iron, Enameled in flame red colour
Spindle and Locknut: Medium Carbon Steel, Heat treated
                                      and Blackened
Threads: Trapezoidal

A stopper is provided to avoid accidental disengagement of
spindle during operation.
Ring type lock nut provided to fix up preset height.

Flange can be bolted to bed for additional rigidity.

With double side flange and ring type locknut



Material: 
Body: High tensile S.G. Iron, Enameled in flame red colour
Spindle: Medium Carbon Steel, Heat treated and Blackened
Threads: Trapezoidal

A stopper is provided to avoid accidental disengagement of
spindle during operation.
Flange can be bolted to bed for additional rigidity.
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Material: 
Body and Spindle: Medium Carbon Steel, Heat treated 
                                 and Blackened
Threads: Trapezoidal

A stopper is provided to avoid accidental disengagement of 
spindle during operation.

Material: 
Body: High tensile S.G. Iron, Enameled in flame red colour
Spindle and Lock-Nut: Medium Carbon Steel, Heat treated 
                                       and Blackened
Threads: Trapezoidal

A stopper is provided to avoid accidental disengagement of
spindle during operation.
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Material: 
Body, Spindle and Lock-Nut: Medium Carbon Steel, Heat treated 
                                                  and Blackened
Threads: Vee Rolled

For supporting castings, machining components marking/positioning of layouts.
Pads like P-1, P-2, etc can be used as suitable to the application.

Light/Medium duty Support Screw Jacks 
with Vee thread and Lock Nut for Quality Layout Application

Material: 
Body, Spindle and Lock-Nut: Medium Carbon Steel, Heat treated 
                                                  and Blackened

A stopper is provided to avoid accidental disengagement of
spindle during operation.

Material: 
Body and Spindle: Medium Carbon Steel, Heat treated and Blackened
Swivel head: Medium Carbon Steel with diamond serrations 
                       and floating on a ball.

A stopper is provided to avoid accidental disengagement of spindle 
during operation.
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